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FIGURE 10 - 4
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SPLICE LENGTH FOR BARS IN TENSION

(EPOXY COATED)

CLASS C SPLICE LENGTH

14’-9"

11’-11"

9’-5"

7’-7"

5’-10"

4’-3"

2’-7"

2’-0"

1’-6"

11’-9"

9’-6"

7’-7"

6’-2"

4’-9"

3’-5"

2’-2"

1’-8"

1’-3"

16’-6"

13’-8"

10’-8"

8’-6"

6’-7"

4’-10"

3’-6"

2’-10"

2’-2"

13’-4"

10’-11"

8’-6"

6’-9"

5’-3"

4’-0"

2’-9"

2’-4"

1’-8"

9’-9"

7’-11"

6’-3"

4’-11"

3’-9"

2’-9"

2’-2"

1’-9"

1’-4"

7’-9"

6’-4"

5’-0"

4’-0"

3’-0"

2’-3"

1’-9"

1’-5"

1’-1"

13’-7"

11’-1"

8’-9"

6’-11"

5’-3"

3’-10"

3’-0"

2’-5"

1’-10"

10’-11"

8’-10"

7’-0"

5’-6"

4’-3"

3’-1"

2’-5"

1’-11"

1’-6"

F  = 60 ksi

FACTORS, SEE THE AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS.

THE SIDE FACE OF THE MEMBER.  FACTOR 0.8 USED.  FOR OTHER

BARS SPACED AT LEAST 6" ON CENTER AND AT LEAST 3" FROM




